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Front-End TPC Cables

• Estimates for Front End Cables given the latest rack 
layouts and cable mapping.

• In this document the cabling on each FeedThru port is 
color coded.
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Crate Slot
Rack Cra. 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19

TPC   F1   F1   F1   F1   F1   F1   F1   F1   F1   F1   F1   F2   F2   F2

1 M1C1 M1C3 M2C2 M3C1 M3C3 M4C2 M5C1 M5C3 M6C2 M7C1 M7C3   M1   M1   M1

M1C2 M2C1 M2C3 M3C2 M4C1 M4C3 M5C2 M6C1 M6C3 M7C2  C1,2  C3,4  C5,6

TPC   F2   F2   F2   F2   F2   F2   F2   F2   F2   F3   F3   F3   F3   F3   F3

R1 XMIT

R1 XMIT 

2  M2  M2  M2  M3  M3  M3  M4  M4  M4  M1  M1 C3,4  M1  M2  M2 C3,4  M2

C1,2  C3,4  C5,6  C1,2  C3,4  C5,6  C1,2  C3,4  C5,6  C1,2  C5,6  C1,2  C5,6

TPC   F3   F3   F3   F3   F3   F3   F4   F4   F4   F4   F4   F4   F4   F4   F4

3  M3  M3  M3  M4  M4  M4  M1  M1  M1  M2  M2 C3,4  M2  M3  M3 C3,4  M3

 C1,2  C3,4  C5,6  C1,2  C3,4  C5,6  C1,2  C3,4  C5,6  C1,2  C5,6  C1,2  C5,6

F4 F4 F4 F5 F5 F5 F5 F5 F5 F5 F5 F5 F5 F5 F5 XMIT

R2 XMIT 

TPC   F4   F4   F4   F5  F5  F5  F5  F5  F5   F5  F5  F5  F5  F5  F5

4  M4  M4 C3,4  M4  M1  M1  M1  M2  M2 C3,4  M2  M3  M3 C3,4  M3  M4  M4 C3,4  M4

 C1,2  C5,6  C1,2  C3,4  C5,6  C1,2  C5,6  C1,2  C5,6  C1,2  C5,6

TPC   F6   F6   F6   F6   F6   F6   F6   F6   F6   F6   F6   F6   F7   F7   F7

5  M1  M1  M1  M2  M2 C3,4  M2  M3  M3 C3,4  M3  M4  M4 C3,4  M4  M1  M1  M1

C1 2 C3 4 C5 6 C1 2 C5 6 C1 2 C5 6 C1 2 C5 6 C1 2 C3 4 C5 6

R2 XMIT 

R3 XMIT 

 C1,2  C3,4  C5,6  C1,2 C5,6 C1,2 C5,6  C1,2 C5,6 C1,2 C3,4 C5,6

TPC   F7   F7   F7   F7   F7   F7   F7   F7   F7   F8   F8   F8   F8   F8   F8

6  M2  M2 C3,4  M2  M3  M3 C3,4  M3  M4  M4  C3,4  M4  M1  M1  M1  M2  M2 C3,4  M2

 C1,2  C5,6  C1,2  C5,6  C1,2  C5,6  C1,2  C3,4  C5,6  C1,2  5,6

TPC   F8   F8   F8   F8   F8   F8   F9   F9   F9   F9   F9   F9   F9   F9   F9

7  M3  M3  M3  M4 M4 M4 M1 M1 M1  M2 M2 C3,4 M2 M3  M3 C3,4 M3

R4 XMIT 

R3 XMIT 

7
 C1,2  C3,4  C5,6  C1,2  C3,4  C5,6  C1,2  C3,4  C5,6  C1,2  C5,6  C1,2  C5,6

TPC   F9   F9   F9  F10  F10  F10  F10  F10  F10  F10  F10  F10  F10 F10 F10

8  M4  M4 C3,4  M4  M1  M1  M1  M2  M2 C3,4  M2  M3  M3 C3,4  M3  M4 M4 C3,4 M4

 C1,2  C5,6  C1,2  C3,4  C5,6  C1,2  C5,6  C1,2  C5,6  C1,2  C5,6

TPC   F11   F11   F11   F11   F11   F11   F11   F11   F11   F11   F11

R4 XMIT 

R5 XMIT 

9 M1C1 M1C3 M2C2 M3C1 M3C3 M4C2 M5C1 M5C3 M6C2 M7C1 M7C3

M1C2 M2C1 M2C3 M3C2 M4C1 M4C3 M5C2 M6C1 M6C3 M7C2



Rack-Crate Layout
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Mechanical Dimensions

TPC1

Tray Base to
Rack BottomTray Entry to

Rack Entry

Nozzle to 
Tray Entry
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Cable Path Length 
in Inches

* This is an estimate since there are two lengths for the Rack bottom entry to 

11/2/2012 David Huffman frontendcablelengths.ppt5

electronics cards depending on the Crate position. 



Cable Path Length 
in Inches
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Signal Map Cable Count
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Nozzle FE Cable Map
Detail 1
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Nozzle FE Cable Map
Detail 2
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Length Distribution
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Conclusions

• All the cables are between 17’ (5.2m) and 25’ (7.6m)
• Cables 10m long will work for all locations.Cables 10m long will work for all locations.
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